
Line benders are commonly used to bend materials such as 
PLEXIGLAS®, PVC, Polycarbonate, ABS and Polypropylene 
by softening the media with the use of a heating element. 

Maizey’s manually operated line benders are robust, versatile 
and produce high quality linear bends. Includes adjustable 
temperature settings and heating gaps that allows for 
customization to suit different material types and thicknesses 
of the sheets. 

Perfect for use in the signage, graphics, D.I.Y and display 
industries to manufacture display items, menu/brochure/price 
holders, shelf talkers, business card pockets, machine guards, 
lightweight shelving  and much more.

MODELS AVAILABLE

FEATURES
! Sheet thickness of up to 10mm can be used.
! Advanced infrared heating technology and circulating water 

cooling system.
! Easy installation with step-by-step guidelines.

NATIONAL DISTRIBUTION - 086 1100 420
Email: nat.sales@maizey.co.za 

Web: www.maizey.co.za
www.facebook.com/Maizey.Plastics/

LINE BENDER 700/1300

COMMERCIAL GRAPHICS SOLUTIONS

Unit Name: Line Bender 700 Line Bender 1300

Bending Length: Up to 650mm Up to 1250mm

Weight: 17kg 26kg

Size: 1000 x 305 x 125mm 1610 x 305 x 125mm



TIPS FOR BENDING:
! Avoid direct contact with the heat source so as not to impair the surface of the sheet. 
! For thicker sheets, heating on both sides of the sheet is preferable to heating on one side only. 
! Leave the protective masking on the sheet material until fabrication has been completed.

RECOMMENDED HEATING TEMPERATURES:

Manually bend the 
softened sheet to the 
desired angle.

Hold the plastic or place 
in a jig. Retain position
until the sheet is cooled
and holds it bent shape.

Heat the plastic sheet
at desired temperature
until it is soft and bends
easily. 

160 to 175°C
150 to 160°C
130 to 190°C
140 to 190°C
160 to 190°C

PLEXIGLAS® GS 
PLEXIGLAS® XT
ABS
PP
PC
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